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4.1 SIGN DETAIL

SCALE 2"=1'-0"

NOTES:

4" STEEL EDOING

4 -B"

AT PER|METER

PINE NUGOET

4" MIN DEPTH OVER
LANDSCAPE CLOTH

nLcH

ONE GAL LIRIOPE 9~

ac 1l EA

WOUND EARTH (6 HIGH UNDER NANDINAS

SLOPE TO CRADE AT PERIMETER
LANDSCAPE PLAN

2'-6"

ALUMINUM SIGN - .@5@ SIGN GRADE
WITH 3M BROWN COATING ONE SIDE
AND BROWN PAINT 20059 ON BACK
SIGN SHALL HAVE 3° RADIUS CORNERS
WITH 34 REFLECTIVE WHITE BORDER

PROVIDE SPACERS BETWEEN SIGN AND
T CONNECTOR FASTENERS

I\ SINPSON STRONG TIE *T* CONNECTOR 12121
WITH CORROSION RESISTANT COATING.
FASTEN WITH 33g° X 4° LAG BOLTS, GALVANIZED
AND HEAVY DUTY 3* SCREWS WITH EXTERIOR
COATING.  TOTAL 8 CONNECTORS EACH SIGN.

MISSION BROWN -FED STD 20059-
PAINT SHALL BE FOR APPLICATION
TO TREATED WOOD.

/4 X 6 TREATED WOOD POST PAINTED

[ 4-0°
—

4-0°

MIN. 4'-0"
EMBEDMENT

-

GRADE MAY VARY

'STRUCTURAL SIGN DETAIL

DPW/CMD/ROSEJ/10 MAY 06

PROVIDE TWO (0.050 ALUM. INSTALLED WITH ALUM.
POP RIVETS) BACK BRACKETS TO HOLD EACH SIGN
INSERTS ACCORDING TO INSERT DIMENSIONS.

Event Parking

1. THE 4" X 6" WOOD POST SHALL BE DRILLED TO MAKE THEM FRANGIBLE  (WITH 1 %" HOLES, PERPENDICULAR TO THE DIRECTION OF TRAVEL,

LOCATED 4" AND 18" ABOVE THE GROUND) THE DRILL HOLES IN THE CENTER OF THE SUPPORTS. REFER TO NCMUTCD DRAWING 903.20.

2. USE MATERIALS, FABRICATE AND ERECT SIGNS AND SUPPORTS THAT CONFORM TO THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION

'STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES, UNLESS OTHERWISE INDICATED IN THESE PLANS.

X

3. USE HIGH STRENGTH BOLTS, NUTS AND WASHERS THAT CONFORM TO A.S.T.M. A-325 AND THAT ARE GALVANIZED IN ACCORDANCE WITH A.S.T.M. A-153.
4. ALL SIGNS WILL BE M3 BROWN WITH REFLECTIVE WHITE LETTERING AS INDICATED IN DETAIL. EXCEPT AS INDICATED FOR INSERTS AND INSERT AREA.
5.ALL SIGNS WILL BE PROVIDED WITH AN INSERT AREA FOR SPECIAL EVENTS CONSISTING OF ONE "EVENT PARKING" WINDOW CUT (SEE DETAIL) AND

ONE WINDOW CUT FOR AN ARROW.

6. THE "EVENT PARKING" INSERT AREA WILL BE PAINTED WITH REFLECTIVE WHITE AND THE LETTERS ON THE INSERTS WILL BE M3 BROWN (SEE DETAIL).
7. THE "EVENT PARKING" INSERTS BACK AREA WILL BE PAINTED WITH REFLECTIVE WHITE TO BE USED DURING NORMAL OPERATIONS TO COVER

INSERT OPENINGS.

—=]

SIGN INSERT DETAIL
NTS

SIDE VIEW

DIRECTORATE OF PUBLIC WORKS
FORT BRAGG, NORTH CAROLINA

FORT BRAGG NORTH CAROLINA




ALUMINUM SIGN - 850 SIGN GRADE
WITH 3¥ BROWN COATING ONE SIDE
AND BROWN PAINT 28059 ON BACK
/S[L‘N SHALL HAVE 3" RADIUS CORNERS
WITH 34" REFLECTIVE WHITE BORDER

4 [ OII r =
[] [] PROVIDE SPACERS BETWEEN SIGN AND
\ *T* CONNECTOR FASTENERS
< \SIMPSUN STRONG TIE “T° CONNECTOR 12121

3.5"

4]

4 -6 )

WITH CORROSION RESISTANT COATING.

FASTEN WITH 33g" X 4* LAG BOLTS, GALVANIZED
AND HEAVY DUTY 3' SCREWS WITH EXTERIOR
COATING.  TOTAL 8 CONNECTORS EACH SIGN.

MISSION BROWN -FED STD 20859-

Soldier Support Center
Welcome Center *

/4 X 6 TREATED WOOD POST PAINTED

ARROW DETALL 3 ) 4 PAINT SHALL BE FOR APPLICATION
. Vi) e 10 TREATED WOOD.
Lodging 4 " Tl
. VP © cAL DuARF mNDINA T I
Deployment/ e v o o o Do e bes
ep . y . * LavosCArE CLOM oc 11 EA - : E GRADE MAY VARY
MObI|IZﬂtI0n Comp|eX NOUND EARTH (6" HIOH UNDER NANDINAS 2

6'-0"

iy 'STRUCTURAL SIGN DETAIL
Gl’een Ramp * OPW/CHO/ROSE /10 WAY 86

2 ' 6 " PROVIDE TWO (0.050 ALUM. INSTALLED WITH ALUM.
POP RIVETS) BACK BRACKETS TO HOLD EACH SIGN
INSERTS ACCORDING TO INSERT DIMENSIONS.

Museums <=

B
—F
4

. :

. A |
Event Parking .o [Event Parking |4r| =

XX XXX XXXXXXX
\ | N f
SEE NOTE # 6

4.2 SIGN DETAIL 7l ~ % ke

Pl SIGN INSERT DETAIL SIDE VIEW
NTS

NOTES:

1. THE 4" X 6" WOOD POST SHALL BE DRILLED TO MAKE THEM FRANGIBLE ( WITH 1 %" HOLES, PERPENDICULAR TO THE DIRECTION OF TRAVEL,
LOCATED 4" AND 18" ABOVE THE GROUND) THE DRILL HOLES IN THE CENTER OF THE SUPPORTS. REFER TO NCMUTCD DRAWING 803.20.

2. USE MATERIALS, FABRICATE AND ERECT SIGNS AND SUPPORTS THAT CONFORM TO THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
‘STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES, UNLESS OTHERWISE INDICATED IN THESE PLANS.

3. USE HIGH STRENGTH BOLTS, NUTS AND WASHERS THAT CONFORM TO A.S.T.M. A-325 AND THAT ARE GALVANIZED IN ACCORDANGE WITH A.S.T.M. A-153.
4.ALL SIGNS WILL BE M3 BROWN WITH REFLECTIVE WHITE LETTERING AS INDICATED IN DETAIL. EXCEPT AS INDICATED FOR INSERTS AND INSERT AREA.
5.ALL SIGNS WILL BE PROVIDED WITH AN INSERT AREA FOR SPECIAL EVENTS CONSISTING OF ONE “EVENT PARKING™ WINDOW CUT (SEE DETAIL)AND

DIRECTORATE OF PUBLIC WORKS
FORT BRAGG, NORTH GAROLINA

‘ONE WINDOW CUT FORAN ARROW.
6. THE "EVENT PARKING" INSERT AREA WILL BE PAINTED WITH REFLECTIVE WHITE AND THE LETTERS ON THE INSERTS WILL BE M3 BROWN (SEE DETAIL).
7. THE "EVENT PARKING" INSERTS BACK AREAWILL BE PAINTED WITH REFLECTIVE WHITE TO BE USED DURING NORMAL OPERATIONS TO COVER
INSERT OPENINGS.
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4'-0"

3.5"

Soldier Support Center *

Welcome Center
Lodging
Deployment/

Mobilization Complex

Green Ramp
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6'-0"

Event Parking

XXX XXX XX XXX XX

4.3 SIGN DETAIL

SCALE =1'-0"

NOTES:

1. THE 4° X 6" WOOD POST SHALL BE DRILLED TO MAKE THEM FRANGIBLE (WITH 1 %" HOLES, PERPENDICULAR TO THE DIRECTION OF TRAVEL,

\—SEE NOTE#6

ARROW DETAIL

LOCATED 4" AND 18" ABOVE THE GROUND) THE DRILL HOLES IN THE CENTER OF THE SUPPORTS. REFER TO NCMUTCD DRAWING 903.20.

2. USE MATERIALS, FABRICATE AND ERECT SIGNS AND SUPPORTS THAT CONFORM TO THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES, UNLESS OTHERWISE INDICATED IN THESE PLANS.

1o Event Parking

4" -6

4- STEEL EDGING
AT PERIVETER

PINE NUGGET MULCH
4" NIN DEPTH OVER
LANDSCAPE CLOTH

MOUND EARTH 16" HIGH UNDER NANDINAS
SLOPE TO CRADE AT PERIMETER

LANDSCAPE PLAN

%

ALUMINUM SIGN - .050 SIGN GRADE
VITH 3M BROWN COATING ONE SIOE
AND BROWN PAINT 28059 ON BACK
/SIGN SHALL HAVE 3" RADIUS CORNERS
VITH 34" REFLECTIVE WHITE BORDER

6'-0"

PROVIDE SPACERS BETWEEN SIGN AND
“T" CONNECTOR FASTENERS

\SIM’SON STRONG TIE *T° CONNECTOR 1212T
WITH CORROSION RESISTANT COATING.
FASTEN WITH 338" X 4° LAG BOLTS, GALVANIZED
AND HEAVY DUTY 3 SCREWS WITH EXTERIOR
COATING.  TOTAL 8 CONNECTORS EACH SIGN.

MISSION BROWN -FED STD 20@59-
PAINT SHALL BE FOR APPL[CATION
TO TREATED WOOD.

/4 X 6 TREATED WOOD POST PAINTED

[ 40"

4-0°

MIN. 4°-0"
EMBEDMENT

=

V

GRADE MAY VARY

'STRUCTURAL SIGN DETAIL

OPY/CMD/ROSE J/10 MAY 86

PROVIDE TWO (0.050 ALUM. INSTALLED WITH ALUM.
POP RIVETS) BACK BRACKETS TO HOLD EACH SIGN
INSERTS ACCORDING TO INSERT DIMENSIONS.

3" 5"

SIGN INSERT DETAIL
NTS

3. USE HIGH STRENGTH BOLTS, NUTS AND WASHERS THAT CONFORM TO A.S.T.M. A-325 AND THAT ARE GALVANIZED IN ACCORDANCE WITH A.S.TM. A-153.
4. ALL SIGNS WILL BE M3 BROWN WITH REFLECTIVE WHITE LETTERING AS INDICATED IN DETAIL. EXCEPT AS INDICATED FOR INSERTS AND INSERT AREA.
5. ALL SIGNS WILL BE PROVIDED WITH AN INSERT AREA FOR SPECIAL EVENTS CONSISTING OF ONE "EVENT PARKING" WINDOW CUT (SEE DETAIL) AND

ONE WINDOW CUT FOR AN ARROW.

B. THE "EVENT PARKING" INSERT AREA WILL BE PAINTED WITH REFLECTIVE WHITE AND THE LETTERS ON THE INSERTS WILL BE M3 BROWN (SEE DETAIL).

7. THE "EVENT PARKING" INSERTS BACK AREAWILL BE PAINTED WITH REFLECTIVE WHITE TO BE USED DURING NORMAL OPERATIONS TO COVER

INSERT OPENINGS.

[-— —{ |

SIDE VIEW

DIRECTORATE OF PUBLIC WORKS
FORT BRAGG, NORTH GAROLINA

FORT BRAGG NORTH CAROLINA
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4'-0"

3.5"

PX/Commissary

>

6'-0"

4.4 SIGN DETAIL

SCALE 2"=1'-0"

NOTES:

\—SEE NOTE#6

4 -g*

A

ARROW DETAIL
e

4" STEEL EDGING
AT PERIMETER

PINE WUOGET MULCH
4- win DEPTH OVER o
LANDSCAPE CLOTH

MOUND EARTH 16~ HICH UNDER NANDINAS
SLOPE TO GRADE AT PERIMETER

LANDSCAPE PLAN

ALUMINUM SIGN - .@5@ SIGN GRADE
VITH 3M BROWN COATING ONE SIDE
AND BROWN PAINT 20059 ON BACK
/SlGN SHALL HAVE 3" RADIUS CORNERS
VITH 34* REFLECTIVE WHITE BORDER

PROVIDE SPACERS BETWEEN SIGN AND
“T* CONNECTOR FASTENERS

I\ SINPSON STRONG TIE *1* CONNECTOR 12127

WITH CORROSION RESISTANT COATING.

FASTEN VITH 33g° X 4* LAG BOLTS. GALVANIZED
AND HEAVY DUTY 3 SCREWS WITH EXTERIOR

TOTAL 8 CONNECTORS EACH SIGN.

4 X 6 TREATED WODD POST PAINTED
/HlSSl[N BROWN -FED STD 20059-

PAINT SHALL BE FOR APPLICATION
T0 TREATED WOOD.
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=1 COATING.
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'STRUCTURAL SIGN DETAIL

DPV/CMD/ROSEJ/ 10 MAY @6

PROVIDE TWO (0.050 ALUM. INSTALLED WITH ALUM.
POF RIVETS) BACK BRACKETS TQ HOLD EACH SIGN
INSERTS ACCORDING TO INSERT DIMENSIONS.

2'-6"
1.5" N o
i el
| Event Parking i
;o }
3"__ . 5" e

SIGN INSERT DETAIL
NTS

1. THE 4" X 6" WOOD POST SHALL BE DRILLED TO MAKE THEM FRANGIBLE (WITH 1 %" HOLES, PERPENDICULAR TO THE DIRECTION OF TRAVEL,
LOCATED 4" AND 18" ABOVE THE GROUND) THE DRILL HOLES IN THE CENTER OF THE SUPPORTS. REFER TO NCMUTCD DRAWING 803.20.

2. USE MATERIALS, FABRICATE AND ERECT SIGNS AND SUPPORTS THAT CONFORM TO THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION

STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES, UNLESS OTHERWISE INDICATED IN THESE PLANS.

3. USE HIGH STRENGTH BOLTS, NUTS AND WASHERS THAT CONFORM TO A.8.T.M. A-325 AND THAT ARE GALVANIZED IN ACCORDANCE WITH A.S.T M. A-153.
4.ALL SIGNS WILL BE M3 BROWN WITH REFLECTIVE WHITE LETTERING AS INDICATED IN DETAIL. EXCEPT AS INDICATED FOR INSERTS AND INSERT AREA.
5. ALL SIGNS WILL BE PROVIDED WITHAN INSERT AREA FOR SPECIAL EVENTS CONSISTING OF ONE "EVENT PARKING" WINDOW CUT (SEE DETAIL) AND

ONE WINDOW CUT FOR AN ARROW.

8. THE "EVENT PARKING" INSERT AREA WILL BE PAINTED WITH REFLECTIVE WHITE AND THE LETTERS ON THE INSERTS WILL BE M3 BROWN (SEE DETAIL).
7. THE "EVENT PARKING" INSERTS BACK AREA WILL BE PAINTED WITH REFLECTIVE WHITE TO BE USED DURING NORMAL OPERATIONS TO COVER

INSERT OPENINGS.

SIDE VIEW

DIRECTORATE OF PUBLIC WORKS
FORT BRAGG, NOATH CAROLINA

FORT BRAGG NORTH CAROLINA
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4'-0"

3.5"

Soldier Support Center
Welcome Center

4
4

4

<

4
4

Lodging

Deployment/
Mobilization Complex

6'-0"

PX/Commissary
Green Ramp

Museums

Event Parkine

XXX XXX XXXXXX

\—SEE NOTE #6

4.5 SIGN DETAIL

SCALE ’=1'-0"

NOTES:

8"

ARROW DETAIL
™

]
3
w

TP,

4- STEEL EDGING

AT PER(NETER

PINE NUGCET MuLCH
4- wIN DEPTH OVER
LANDSCAPE CLOTH

MOUND EARTH 16" HIOH UNDER NANDINAS
SLOPE TD ORADE AT PERIMETER

LANDSCAPE PLAN

ALUMINUM SIGN - .@58 SIGN GRADE

WITH 3M BROWN COATING ONE SIDE

AND BROWN PAINT 20859 ON BACK

SIGN SHALL HAVE 3° RADIUS CORNERS

WITH 34* REFLECTIVE WHITE BORDER

PROVIDE SPACERS BETWEEN SIGN AND
“T* CONNECTOR FASTENERS

: I\ SIMPSON STRONG TIE *T* CONNECTOR 12127
5 VITH CORROSION RESISTANT COATING.
FASTEN WITH 338" X 4" LAG BOLTS. GALVANIZED

0

AND HEAVY DUTY 3" SCREWS WITH EXTERIOR
COAT[NG.

TOTAL 8 CONNECTORS EACH SIGN.

MISSION BROWN -FED STD 20@59-
PAINT SHALL BE FOR APPLICATION
T0 TREATED v00D.

/4 X 6 TREATED WOOD POST PAINTED

=

GRADE MAY VARY

4
MIN. 4°-0"
EMBEDMENT

T STRUCTURAL SIGN DETAIL

DPW/CMD/ROSE J/1@ NAY @6

PROVIDE TWO (0.050 ALUM. INSTALLED WITH ALUM.
POP RIVETS) BACK BRACKETS TQ HOLD EACH SIGN
INSERTS ACCORDING TO INSERT DIMENSIONS.

Event Parking

1. THE 4" X 6" WOOD POST SHALL BE DRILLED TO MAKE THEM FRANGIBLE (WITH 1 %" HOLES, PERPENDICULAR TO THE DIRECTION OF TRAVEL,
LOCATED 4" AND 18" ABOVE THE GROUND) THE DRILL HOLES IN THE CENTER OF THE SUPPORTE. REFER TO NCMUTCD DRAWING 903.20.

2. USE MATERIALS, FABRICATE AND ERECT SIGNS AND SUPPORTS THAT CONFORM TO THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION

STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES, UNLESS OTHERWISE INDICATED IN THESE PLANS.

3. USE HIGH STRENGTH BOLTS, NUTS AND WASHERS THAT CONFORM TO A.S.T.M. A-325 AND THAT ARE GALVANIZED IN ACCORDANCE WITH A.8.T.M. A-153.
4.ALL SIGNS WILL BE M3 BROWN WITH REFLECTIVE WHITE LETTERING AS INDICATED IN DETAIL. EXCEPT AS INDICATED FOR INSERTS AND INSERT AREA.
5. ALL SIGNS WILL BE PROVIDED WITHAN INSERT AREA FOR SPECIAL EVENTS CONSISTING OF ONE "EVENT PARKING" WINDOW CUT (SEE DETAIL) AND

‘ONE WINDOW CUT FOR AN ARROW.

6. THE "EVENT PARKING" INSERT AREA WILL BE PAINTED WITH REFLECTIVE WHITE AND THE LETTERS ON THE INSERTS WILL BE M3 BROWN (SEE DETAIL).
7. THE "EVENT PARKING" INSERTS BACK AREA WILL BE PAINTED WITH REFLECTIVE WHITE TO BE USED DURING NORMAL OPERATIONS TO COVER

INSERT OPENINGS.
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SIGN INSERT DETAIL
NTS

SIDE VIEW

DIRECTORATE OF PUBLIC WORKS
FORT BRAGG, NOATH CAROLINA

FORT BRAGG NORTH CAROLINA
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